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-19 /§ STEP 1: - CONTRACTOR SHALL INSTALL ALL OFF-SITE DETOUR SIGNS (SEE SHEET
Aﬁ » - 1781 TCP-3) AND USING ROADWAY STANDARD DRAWING NO.1101.03,
4 20 / SHEET 1 OF 9, CLOSE SR 1706 (BOLICK ROAD/-L-) FROM
2461 MW Overiook Dr. STA. 12450 +/- -L- TO STA. 19+00 +/- -L-.
STEP 2: - CONTRACTOR SHALL CONSTRUCT PROPOSED STRUCTURE AND ROADWAY UP
TO, BUT NOT INCLUDING THE FINAL LAYER OF SURFACE COURSE (SEE
CONSTRUCTION PLANS).
o) L_//_—\\
s 1785 - CONTRACTOR SHALL PLACE TEMPORARY PAVEMENT MARKINGS (PAINT) ON
SR 1706 (BOLICK ROAD/-L-) FOR A TWO-LANE, TWO-WAY TRAFFIC
PATTERN.
---------------- - | STA. 19400 + L - CONTRACTOR SHALL INSTALL WORK ZONE WARNING SIGNS (SEE SHEET
A . [- -L- TCP-4) AND OPEN SR 1706 (BOLICK ROAD/-L-) TO TRAFFIC.
e, L
*393% T STEP 3: - CONTRACTOR SHALL, USING ROADWAY STANDARD DRAWING
" T n e NUMBER 1101.02, SHEET 1 OF 7:
S ROPOSED CULVERT |
R11-2 | ROAD 2 | --  COMPLETE CONSTRUCTION OF PROPOSED SR 1706 (BOLICK
487X307| cLoseD =2 STA. 12+50 +/- -L- ROAD/-L-) UP TO AND INCLUDING THE FINAL LAYER OF SURFACE
COURSE (SEE CONSTRUCTION PLANS).
49 -~ PLACE THE FINAL PAVEMENT MARKINGS (PAINT) ON PROPOSED
& SR 1706 (BOLICK ROAD/-L-) FOR A TWO-LANE, TWO-WAY TRAFFIC
N PATTERN AND OPEN TO TRAFFIC.
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TYPE III BARRICADE STEP 4: - CONTRACTOR SHALL REMOVE ALL TRAFFIC CONTROL DEVICES.
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< THRU TRAFFIC | 607X30 - ALL DETOUR SIGNS ARE BLACK ON ORANGE.
2457 - ALL DETOUR SIGN LOCATIONS ARE APPROXIMATE.
| - SEE ROADWAY STANDARD DRAWING NO. 1101.03 SHEET 1 OF 9 FOR
N | ADDITIONAL WORK ZONE SIGNS ON SR 1706 (BOLICK RD.) (-L-).
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